. ENVIRO TECHNOLOGY I

HSM V-Press 610

HSM GmbH + Co. KG Tel. +49 (0) 75 54 / 2100-0

Austrasse 1 -9 Fax +49 (0) 75 54 / 2100-160

88699 Frickingen info@hsm.eu 7 ®
www.hsm.eu WWW.Securio.com H S M

WWW.V-press.com




Product type description
Order number

EAN Code

Pressing power
Specific pressing power
Press chamber depth
Loading height

Loading aperture width
Loading aperture height
Press chamber width
Bale length

Bale width

Bale height

Bale weight (max.)
Number of strappings
Strapping material
Cycle time in idle operation
Hourly bale output
Type of door

Door lock

Driving power

Voltage

Frequency

Depth

Width

Height

Weight

Order no. tape/wire

HSM GmbH + Co. KG
Austrasse 1-9
88699 Frickingen
www.hsm.eu

HSM V-Press 610
6110124
4026631027755
120 kN

25 N/ecm?

600 mm

655 mm

800 mm

495 mm

800 mm

800 mm

600 mm

600 mm

100 kg

3

polyester tape
22s

3-6

double door
handwheel

3 kW

400 V

50 Hz

815 mm

1190 mm
1980 mm

488 kg
6212993010
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The HSM V-Press 610 is perfectly suited for pressing cardboard or plastic film in areas where space is limited.
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